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Compact Platform Scale for Diverse Applications

Portable Bench & Floor Scale is Ideal for Weighing Tanks, Drums, 
Boxes, Cylinders & Hazardous Waste 

Intercomp’s CW250™ Platform scales are now equipped with Fully Integrated RFX™ Wireless Weighing Technology 
and are ideal for a variety of weighing applications. 

Available in capacities ranging from 150lb (75kg) to 2,000lb (1,000kg), RFX™ Wireless CW250™ Platform Scales are 
available in two platform sizes (15˝x 15˝x 4˝/381 x 381 x 100mm & 24˝x 24˝x 4˝/610 x 610 x 100mm), are battery 
operated, rugged and can be transported to any weighing application.

Standard, commercially available, alkaline AA batteries last up to 300 hours in scales minimizing down time 
due to battery changes and replacement.

Intercomp, the Weigh Forward. 

300 Hour Battery 
Life in Scales

40 Hours in Indicator
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Capacity Graduation
150lb (75kg) 0.5lb (.02kg)

300lb (150kg)* 0.1lb (.05kg)*

500lb (230kg)* 0.5lb (0.2kg)*

500lb (230kg)* 0.2lb (0.1kg)*

1,000lb (450kg)* 0.5lb (0.2kg)*

1,500lb (680kg)* 0.5lb (0.2kg)*

2,000lb (900kg)* 1lb (0.5kg)*

3,000lb (1,500kg)
15˝ platform size only

1lb (0.5kg)
15˝ platform size only

* NTEP approved

Performance
 Accuracy: ±0.1% of Applied Load
Controls
 General: On/Off, Zero, Local/Total, 
  Print/Accumulate
 Display: 1˝ (25mm) LCD
 Indicators: Low Battery, Unit of Measure, Local  
  Weight/Total, Accumulated Total
Environmental
 Temperature: -20° to 150°F (-28° to 65°C)
Physical
 Overload: 150% of Capacity
Electrical
 Battery in Scales: Standard Alkaline or Rechargeable AA 
 Battery Life: 300 Hours 

Options:
 Handheld RFX™ Wireless Weighing Indicator
 Transport Wheels
 Ramps

CW250 
™ Platform Scales

Handheld RFX™ 
Wireless Indicator

RFx™ Wireless Indicator Eliminates 
the Use of Cables. 

 • Wireless Weighing Saves Time & 
  Increases the Efficiency & Safety of   
  Weighing Operations

 • Control Scale Functions Directly from 
  the Indicator, Including On & Off!

 • Easy to Use Indicator Allows Users to Show  
  the Weights in Cumulative Total, Individual  
  Weights Per Pad or scale, and/or Center of  
  Balance, has the Ability to Store & Recall  
  Up to Ten Arm Records & Offers Continuous 
  & On Demand Print Outputs for Up to 
  Six Scales 

 • The Indicator also Offers a ‘Read-Only’   
  selection for Use with PC software

 • Standard AA Batteries Last up to 40 Hours

	 •	Fully	Integrated	RFX™ Wireless Weighing Technology

	 •	Accuracy	of	±0.1%	of	Reading

	 •	150lb	(75kg)	to	3,000lb	(1,500kg)	System	Capacities

	 •	Choose	from	Two	Platform	Sizes	15˝	x	15˝	x	4˝	
	 	 (381	x	381	x	100mm)	&	24˝	x	24˝	x	4˝	(610	x	610	x	100mm)

	 •	NTEP	Class	III	Approved	Models

	 •	Available	with	Built-In	Indicator	or	Without

	 •	Handheld	RFX™ Wireless Weighing Indicator Standard 
	 	 with	CW250™	Less	Indicator,	Optional	for	Model	with		 	 	
	 	 Built-In	Indicator

	 •	RS232	Output	to	Printer	or	Display

	 •	Large,	Easy-to-Read,	LCD	Display	on	Scale	Unit

	 •	Standard	AA	Rechargeable	Batteries	Last	up	to	300	Hours

300 Hour Battery 
Life in Scales

40 Hours in Indicator


